
  
Pricelist Power Supply
Effective Date : 04 Agustus 2025

ACE POWER
White 550W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

ATX 500W (bulk pack) Black Rp 253.000 500 W N/A ATX 80 PR White Non Modular N/A 180-240VAC 2-
4A 50Hz N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A OS support : Windows

Bronze 650W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

FP 650W V2 Rp 599.000 650 W Above
650W N/A 80+ BRONZE Non Modular 120 mm Hydraulic

Bearing Silent Fan 110-240Vac N/A Active PFC OVP, UVP, OPP, OTP,
SCP, OCP 1 1 1 8 N/A 14 4

MTBF : >50.000 Hours at 80%
load 25°C ambient
Input Current : 5A-10A
Input Frequency : 50-60Hz

Bronze 550W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

FP 550W V2 (Black) Rp 567.000 550 W N/A ATX 80PLUS
BRONZE Non Modular 120mm Hydraulic

Bearing Silent Fan 110-240Vac N/A Active PFC
Circuit

OPP, OCP, UVP, OTP,
OVP, SCP 1 1 N/A 2 N/A 4 N/A

IDE : 2
Floppy : 1
18AWG Sleeve Cable
Input Frequency : 50-60Hz
Input Current : 5A-10A
MTBF : >50000hrs at 80% load
25C ambient

400W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

SFX 400W (White) Rp 222.700 400 W N/A Mini ITX N/A Non Modular N/A 230V N/A No PFC N/A 1 N/A 1 N/A N/A 3 2
Input Voltage : 230V
Input Current : 5A
Dimensi : 2.5 x 3.94 x 4.92

AT
X 

24
 P

in

EP
S 4

+4
 P

in

EP
S 8

 P
in

PC
Ie 

6+
2

12
 V

HP
W

R

SA
TA

Pe
rip

he
ra

l 4

AT
X 

24
 P

in

EP
S 4

+4
 P

in

EP
S 8

 P
in

PC
Ie 

6+
2

12
 V

HP
W

R

SA
TA

Pe
rip

he
ra

l 4

AT
X 

24
 P

in

EP
S 4

+4
 P

in

EP
S 8

 P
in

PC
Ie 

6+
2

12
 V

HP
W

R

SA
TA

Pe
rip

he
ra

l 4

AT
X 

24
 P

in

EP
S 4

+4
 P

in

EP
S 8

 P
in

PC
Ie 

6+
2

12
 V

HP
W

R

SA
TA

Pe
rip

he
ra

l 4



 
COOLER MASTER
White 500W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

ELITE NEX White W500 230V
(Black) Rp 557.000 500W 500 to

750W ATX White Non Modular 120mm, Sleeve Fan 200-240V ≥ 85% @ Typical Load Active PFC OVP, OPP, SCP, UVP,
OTP, Inrush Protection 1 1 N/A 2 N/A 5 3

Input Current : 4A
Input Frequency : 50-60Hz
ATX Version : ATX 12V Ver. 2.41
Power Good Signal : 100 - 500
ms
Hold Up Time : ≥10ms at 100%
load
MTBF : >100,000 Hours

Platinum 2000W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

M2000 Platinum 230V | MPZ-
K001-AFFBP-EU Rp 6.357.000 2000 Watt Above

750W ATX 12V V2.52 Platinum Fully Modular DBB, 135mm 200-240V 94% @ Typical Load Active PFC
OVP/ OPP/ SCP/ UVP/
OTP/ SCP/ Surge and

Inrush Protection
1 2 18 12 3

FDD Cable 4 Pin : 1
Operating Temperature : 50°C
Power Good Signal : 100 - 150
ms
Hold Up Time : >16ms
Regulatory : CCC, CE, EAC,
cTUVus, TUV, RoHS2.0, BIS,
UKCA

Platinum 1600W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

V Platinum 1600W V2 (Black)
MPZ-G002-AFAP-BEU Rp 5.677.000 1600W ATX Platinum Fully Modular LDB, 135mm 100-240V ≥ 92% @ Typical Load Active PFC

OPP/ OVP/ OTP/ OCP/
SCP/ UVP/ Surge &

Inrush
1 1 1 5 N/A 16 4

Connector 12V-2x6 : 2
MTBF : >100,000 Hours
Dukungan Dual 40 series​ GPU
Dukungan ATX 3.1 & dua kabel
90° 12V-2x6 yang tahan lama
(Durable)
Kipas Mobius yang sangat
senyap (Ultra-quiet)

Gold 850W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

MWE Gold 850 V2 ATX 3.1
(Black) Rp 1.619.000 850W Above

750W ATX Gold Fully Modular 120mm, HDB 100-240V ≥90% @ Typical Load Active PFC UVP, OVP, OPP, OTP,
SCP, OCP 1 1 1 4 N/A 12 4

12V-2x6 : 1 (1 to 3)
ATX 12V Ver. 3.1
Input Current : 12-6A
Input Frequency : 50-60Hz
Regulatory : TUV, CE, CCC, EAC,
RCM, cTUVus, FCC, BSMI, BIS,
UKCA
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Gold 750W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

MWE Gold 750 V2 ATX 3.1
(Black) (MPE-7501-AFAAG-3EEU) Rp 1.459.000 750W ATX Gold Fully Modular HDB, 120mm 100-240V ≥90% @ Typical Load Active PFC UVP / OVP / OPP / OTP /

SCP / OCP 1 1 1 4 N/A 12 4

Connector 12V-2x6 : 1 (1 to 3)
ATX Version : ATX 12V Ver. 3.1
Regulatory : TUV, CE, CCC, EAC,
RCM, cTUVus, FCC, BSMI, BIS,
UKCA
Power Good Signal : 100 - 150
ms
MTBF : >100,000 Hours

Gold 1050W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

MWE Gold 1050 V2 ATX 3.1 Rp 2.505.000 1050W Above
750W ATX Rev. 3.1 Gold Fully Modular FDB, 140mm 100-240V ≥90% @ Typical Load Active PFC

OVP / OPP / SCP / OCP /
UVP / OTP / Inrush

Protection
1 1 1 3 1 12 4

Regulatory : TUV, cTUVus, CE,
FCC, BSMI, CCC, EAC, RCM,
UKCA, BIS
Input Current : 13-6A
Input Frequency : 50-60Hz
Power Good Signal : 100 - 150
ms
Hold Up Time : ≥16ms at 100%
Load
MTBF : >100,000 Hours

Bronze 750W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

MWE Bronze 750 V2 - 230V
(Black) Rp 1.069.000 750W 500 to

750W ATX Bronze Non Modular 120mm, HDB 200-240Vac 88% Typically Active PFC OVP, OPP, SCP, UVP, OTP 1 1 1 4 N/A 6 3

ATX Version : ATX 12V V2.52
Input Frequency : 50-60Hz
Input Current : 10-6A
Regulatory : CCC, CE, TUV-RH,
RCM, EAC, cTUVus, FCC, BSMI,
KC, CB

MWE BRONZE 750 V3 230V
(Black) Rp 1.029.000 750 Watt 500 to

750W ATX Bronze Non Modular 120mm, HDB 200-240V >88% @ Typical Load Active PFC OVP, OPP, SCP, UVP, OTP 1 2 N/A 4 N/A 6 3

ATX 12V Ver. 3.1
Input Frequency : 50-60Hz
Input Current : 6A
Power Good Signal : 100 - 150
ms
MTBF : >100,000 Hours
Hold Up Time : >16ms
Regulatory : CCC, CE, RCM,
EAC, cTUVus, FCC, TUV, UKCA,
RoHS2.0 / BIS, KC (based on
region's request.)
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Bronze 650W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

MWE BRONZE 650 V3 230V
(Black) Rp 839.000 650 Watt 500 to

750W ATX Bronze Non Modular 120mm, HDB 200-240V >88% @ Typical Load Active PFC OVP, OPP, SCP, UVP, OTP 1 2 N/A 4 N/A 6 3

ATX 12V Ver. 3.1
Input Frequency : 50-60Hz
Input Current : 5A
Power Good Signal : 100 - 150
ms
MTBF : >100,000 Hours
Hold Up Time : >16ms
Regulatory : CCC, CE, RCM,
EAC, cTUVus, FCC, TUV, UKCA,
RoHS2.0 / BIS, KC (based on
region's request.)

Bronze 550W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

MWE BRONZE 550 V3 (Black) Rp 735.000 550 Watt 500 to
750W ATX Bronze Non Modular 120mm, HDB 200-240V >88% @ Typical Load Active PFC UVP, OVP, OPP, OTP, SCP 1 2 2 2 N/A 6 3

ATX 12V Ver. 3.1
Power Good Signal : 100 - 150
ms
Input Frequency : 50-60Hz
Input Current : 5A
MTBF : >100,000 Hours
Hold Up Time : >16ms
Regulatory : TUV, CE, FCC, CCC,
EAC, RCM, UKCA, RoHS2.0 /
BIS, KC (based on region's
request.)

500W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

Elite NEX PN500 230V (Black) Rp 557.000 500W 500 to
750W ATX None 80 PLUS Non Modular 120mm, Sleeve Fan 200-240V ≥ 75% @ Typical Load Active PFC OVP, OPP, SCP, UVP,

OTP, Inrush Protection 1 1 N/A 1 N/A 4 2

Input Current : 3A
Input Frequency : 50-60Hz
ErP 2014 Lot 3 : Yes
Power Good Signal : 100 - 500
ms
Hold Up Time : ≥10ms at 100%
load
MTBF : >100,000 Hours
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FSP
Titanium 1000W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

HYDRO TI PRO 1000W 80+
Gen5 Rp 4.110.000 1000W N/A ATX Titanium Fully Modular 135mm, FDB 100-240V; 200-

240V ≥94% at typical load Active PFC OCP, OVP, OPP, SCP,
OTP 1 2 N/A 5 1 12 N/A

Molex : 4
Sesuai dengan ATX12V V3.0
&EPS12V V2.92
Input Current : 13-6A; 6A
Input Frequency : 50-60Hz

Platinum 1200W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

HYDRO PTM PRO 1200W (Black) Rp 3.990.000 1200W N/A ATX Platinum Modular 135mm, FDB 100-240V ≥92% at typical load Active PFC OCP, OVP, SCP, OPP,
OTP, UVP 1 3 N/A 8 N/A 14 N/A

Molex (Peripheral) : 5
Floppy : 1
Input Current : 14-9A
Input Frequency : 50-60Hz

Gold 900W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

Twins PRO 900W (Black) Rp 7.999.000 900W N/A PS2 ATX
Redundant Gold N/A 40mm, Dual ball bearing

fan 100-240 V ≥90% at typical load Active PFC OCP, OVP, SCP, OPP,
OTP, FFP, UVP 1 2 N/A 4 N/A 6 N/A

Molex (Peripheral) : 2
Molex to Floppy Cable : 1
Input Current : 10-6 A
Input Frequency : 60-50 Hz

Gold 850W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

Dagger Pro ATX3.0 (PCIe5.0)
(Black) Rp 2.259.000 850W N/A SFX Gold Fully Modular 92mm, Ball bearing fan 100-240V ≥90% at typical load Active PFC OCP, OVP, SCP, OPP,

OTP 1 2 N/A 4 1 6 N/A

Molex (Peripheral) : 2
Input Current : 12-6A
Input Frequency : 50-60Hz
Desain semi-fanless untuk
pengoperasian tanpa suara

Dagger Pro ATX3.0 (PCIe5.0)
(White) Rp 2.280.000 850W N/A SFX Gold Fully Modular 92mm, Ball bearing fan 100-240V ≥90% at typical load Active PFC OCP, OVP, SCP, OPP,

OTP 1 2 N/A 4 1 6 N/A

Molex (Peripheral) : 2
Input Current : 12-6A
Input Frequency : 50-60Hz
Desain semi-fanless untuk
pengoperasian tanpa suara

Hydro G PRO 850W Gen5
(Black) Rp 1.950.000 850W N/A ATX Gold Modular 120mm, FDB 100-240V ≥90% at typical load Active PFC OCP, OVP, OPP, SCP,

OTP 1 2 N/A 6 1 14 N/A

Molex (Peripheral) : 5
Floppy : 1
Sesuai dengan ATX12V V3.0 &
EPS12V V2.92
Input Current : 11-5.5A
Input Frequency : 50-60Hz
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Gold 700W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

Twins PRO 700W (Black) Rp 6.350.000 700W N/A PS2 ATX
Redundant Gold N/A 40mm, Dual ball bearing

fan 100-240 V ≥90% at typical load Activie PFC OCP, OVP, SCP, OPP,
OTP, FFP, UVP 1 2 N/A 4 N/A 6 N/A

Molex (Peripheral) : 2
Molex to Floppy Cable : 1
Input Current : 10-5 A
Input Frequency : 60-50 Hz

Gold 650W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

Dagger Pro SDA2-650 Rp 1.620.000 650W N/A SFX Gold Fully Modular 92mm, Ball bearing fan 100-240V ≥90% at typical load Active PFC OCP, OVP, SCP, OPP,
OTP 1 1 1 2 N/A 5 N/A

Molex (Peripheral) : 2
Floppy : 1
Sesuai dengan SFX 12V V3.3
terbaru
Input Current : 10-5A
Input Frequency : 50-60Hz

Gold 500W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

Twins PRO 500W (Black) Rp 5.350.000 500W N/A PS2 ATX
Redundant Gold N/A 40mm, Dual ball bearing

fan 100-240 V ≥90% at typical load Active PFC OCP, OVP, SCP, OPP,
OTP, FFP, UVP 1 2 N/A 4 N/A 6 N/A

Molex (Peripheral) : 2
Molex to Floppy Cable : 1
Input Current : 8-4 A
Input Frequency : 60-50 Hz

Gold 1000W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

Hydro G PRO 1000W Gen5
(Black) Rp 2.179.000 1000W N/A ATX Gold Modular 120mm, FDB 100-240V ≥90% at typical load Active PFC OCP, OVP, OPP, SCP,

OTP 1 2 N/A 6 1 14 N/A

Molex (Peripheral) : 5
Floppy : 1
Sesuai dengan ATX12V V3.0 &
EPS12V V2.92
Input Current : 12-6A
Input Frequency : 50-60Hz

Bronze 750W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

Hydro K Pro Rp 948.000 750W N/A ATX Bronze Fully Modular 120mm, HYB 200-240V ≥88% at typical load Active PFC OCP, OVP, SCP, OPP 1 2 N/A 4 N/A 8 N/A

Molex (Peripheral) : 2
Floppy : 1
80 PLUS® 230V Bronze
Input Current : 6A
Input Frequency : 50-60Hz
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Bronze 650W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

HV PRO 85+ 650W (Black) Rp 762.000 650W N/A ATX Bronze Fully Modular 120mm, Sleeve Fan 200-240V ≥88% at typical load Active PFC OCP, OVP, OPP, SCP 1 2 N/A 2 N/A 5 N/A

Molex Peripheral : 2
Floppy : 1
Sesuai dengan ATX12 v2.52 &
EPS12 v2.92
Input Current : 5A
Input Frequency : 50-60Hz

Bronze 550W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

HV PRO 85+ 550W (Black) Rp 683.000 550W N/A ATX Bronze Fully Modular 120mm, Sleeve Fan 200-240V ≥88% at typical load Active PFC OCP, OVP, OPP, SCP 1 2 N/A 2 N/A 5 N/A

Molex Peripheral : 2
Floppy : 1
Sesuai dengan ATX12 v2.52 &
EPS12 v2.92
Input Current : 4A
Input Frequency : 50-60Hz

Bronze 450W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

SFX PRO 450W (Black) Rp 938.000 450W N/A SFX Bronze Non Modular 80mm, Rifle 100 - 240V ≥85% at typical load Active PFC OCP, OVP, SCP, OPP,
OTP 1 1 N/A 2 N/A 3 N/A

Molex (Peripheral) : 3
Floppy : 1
Sesuai dengan SFX12V V3.3
terbaru
Input Current : 6-2.5A
Input Frequency : 50~60Hz
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GIGABYTE
Silver 650W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

P650SS (Black) Rp 769.000 650W 650W
ATX 12V v3.0
(compatible
with ATX 3.1)

Silver Non-Modular 120mm, Fluid Dynamic
Bearing (FDB) 155-240 Vac 90% at typical load

(230V EU)
Active PFC

(>0.9 typical)
OVP / OPP / SCP / UVP /

OCP / OTP 1 2 N/A 2 N/A 5 3

Input Current : 6.3A
Input Frequency : 50-60 Hz
Power Good Signal : 100-
150ms
Hold Up Time : >16ms
Powerful single +12V rail

Platinum 850W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

AORUS ELITE P850W 80+
Platinum Modular PCIe 5.0
(Black)

Rp 2.629.000 850W 850W
ATX 12V v3.0
(compatible
with ATX 3.1)

Platinum Fully Modular 120mm, Fluid Dynamic
Bearing (FDB)

100-240 Vac
(full range) 92% at typical load Active PFC

(>0.9 typical)
OVP/OPP/SCP/UVP/OCP/

OTP 1 2 N/A 6 N/A 8 4

PCI-e 16 Pin x 1: 700mm*1
Input Current : 12-6A
Input Frequency : 60-50 Hz
Power Good Signal : 100-
150ms
100% kapasitor Jepang

AORUS ELITE P850W 80+
Platinum Modular PCIe 5.0 ICE Rp 2.760.000 850W 850W

ATX 12V v3.0
(compatible
with ATX 3.1)

Platinum Fully Modular 120mm, Fluid Dynamic
Bearing (FDB)

100-240 Vac
(full range) 92% at typical load Active PFC

(>0.9 typical)
OVP/OPP/SCP/UVP/OCP/

OTP 1 2 N/A 6 N/A 8 4

PCI-e 16 Pin x 1: 700mm*1
Input Current : 12-6A
Input Frequency : 60-50 Hz
Power Good Signal : 100-
150ms
Hold Up Time : >16ms

Platinum 1600W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

GP-UD1600PM PG5 (Black) Rp 7.990.000 1600W Above
1200W ATX 12V v3.1 Platinum Fully Modular 140mm, Double Ball

Bearing
100-240 Vac
(full range) 92% at typical load Active PFC

(>0.9 typical)
OVP / OPP / SCP / UVP /

OCP / OTP
1 1 N/A 8 N/A 16 6

PCI-E 16 Pin x 2 : 700mm*2
PCI-E 16 Pin to PCI-E 8 pin x 2 :
700mm*2
4 Pin Peripheral x 6 + 4 Pin
floppy x 2 :
600mm+150mm+150mm+150
mm*2
Input Current : 15-7.5A
Input Frequency : 60-50 Hz
Kapasitor utama Jepang

Platinum 1000W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

AORUS ELITE P1000W 80+
Platinum Modular PCIe 5.1
(Black)

Rp 3.230.000 1000W 1000W Factor ATX 12V
v3.1 Platinum Fully Modular 120mm, Fluid Dynamic

Bearing (FDB)
100-240 Vac
(full range) 92% at typical load Active PFC

(>0.9 typical)
OVP/OPP/SCP/UVP/OCP/

OTP 1 2 N/A 6 N/A 8 4

PCI-e 16 Pin x 1: 700mm*1
Input Current : 15-6.5A
Input Frequency : 60-50 Hz
MTBF : >100,000 hours
100% kapasitor Jepang
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Gold 850W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

UD850GM PG5 (Black) Rp 1.969.000 850W N/A ATX 12V Gold Fully Modular 120mm, Hydraulic
Bearing(HYB)

100-240 Vac
(full range) 90% at typical load Active PFC

(>0.9 typical)
OVP, OPP, SCP, UVP,

OCP, OTP 1 2 N/A 4 N/A 8

PCI-e 12+4 Pin x 1: 700mm*1
4 Pin Peripheral x 3+4-Pin
floppy x 1 :
500mm+120mm+120mm+150
mm*1
Input Current : 12-6A
Input Frequency : 60-50 Hz
Mendukung graphic card PCIe
Gen 5.0

Gold 1000W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

UD1000GM PG5 (Black) Rp 2.779.000 1000W N/A ATX 12V Gold Fully Modular 120mm, Hydraulic
Bearing(HYB)

100-240 Vac
(full range) 90% at typical load Active PFC

(>0.9 typical)
OVP / OPP / SCP / UVP /

OCP / OTP 1 2 N/A 4 N/A 8

PCI-e 16 Pin x 1: 700mm*1
PCI-e 6+2 Pin x 4 :
600mm+150mm*2
4 Pin Peripheral x 3+4-Pin
floppy x 1 :
500mm+120mm+120mm+150
mm*1
Input Current : 15-6.5A
Input Frequency : 60-50 Hz

Bronze 650W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

P650B (Black) Rp 694.000 650W N/A ATX 12V v2.31 Bronze Fully Modular 120mm, Hydraulic
Bearing Fan

100-240 Vac
(full range)

Up to 85% at typical
load

Active PFC
(>0.9 typical)

OPP / UVP / OVP / SCP /
OCP 1 1 N/A 4 N/A 6 3

4 Pin Floppy x 1
Regulatory : CE / CCC / BSMI /
KCC / EAC / UL / TUV / RCM /
FCC / PSE
Input Current : 9A-4A
Input Frequency : 50-60 Hz
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ZALMAN
Standard 700W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

MegaMax [700W] ZM700-TXII
V2 (Black) Rp 666.000 700W Intel ATX 12V

Ver 2.31 Standard 120mm, Hydro- Dynamic
Bearing 200-240VAC Max 87% @220VAC,

Typical Load Active PFC 99% OPP / OVP / UVP / SCP 1 1 1 4 N/A 6 4

FDD x1
Regulatory : KC, CE, CB, RoHS,
EAC
Input Current : 6A
Input Frequency : 50-60Hz
Rated Speed : 2,500 RPM

Standard 600W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

MegaMax [600W] ZM600-TXII
V2 Rp 617.000 600W Intel ATX 12V

ver 2.31 Standard 120mm, Hydro-Dynamic
Bearing 200-240 VAC Max 86% @ 220 VAC,

Typical Load Active PFC 98% OPP / OVP / UVP / SCP 1 1 1 2 N/A 6 4

FDD x 1
Regulatory : KC, CE, CB, RoHS,
EAC
Input Current : 5A
Input Frequency : 50-60 Hz
Rated Speed : 2,300 RPM

Standard 500W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

MegaMax [500W] ZM500-TXII
V2 (Black) Rp 562.000 500W Intel ATX 12V

Ver2.31 Standard 120mm, Hydro-Dynamic
Bearing 200-240 VAC Max 86% @ 220 VAC,

Typical Load Active PFC 98% OPP / OVP / UVP / SCP 1 1 1 2 N/A 6 4

FDD x 1
Regulatory : KC, CE, CB , RoHS,
EAC
Input Current : 4A
Input Frequency : 50-60 Hz
Rated Speed : 2,000 RPM

Gold 850W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

TeraMax II [850W] ZM850-
TMX2 (Black) Rp 1.669.000 850W ATX Ver 3.0 Gold Fully Modular 120mm, FDB 100-240 VAC Max 90% @ 115VAC,

Typical Load Active PFC OCP / OTP / OPP / OVP /
UVP / SCP 1 1 3

Regulatory : CE, CB, RoHS, EAC,
cTUVus, TUV
Input Current : 12-6A
Input Frequency : 50-60Hz
MTBF : 100,000 Hours

TeraMax II [850W] ZM850-
TMX2 WHITE Rp 1.798.000 850W ATX Ver 3.0 Gold Fully Modular 120mm, FDB 100-240 VAC Max 90% @ 115VAC,

Typical Load Active PFC OCP / OTP / OPP / OVP /
UVP / SCP 1 3

MTBF : 100,000 Hours
Regulatory : CE, CB, RoHS, EAC,
cTUVus, TUV
Input Current : 12-6A
Input Frequency : 50-60Hz
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Gold 1200W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

TeraMax II [1200W] ZM1200-
TMX2 (Black) Rp 2.410.000 1200W ATX Ver 3.0 Gold Fully Modular 120mm, FDB 100-240 VAC Max 90% @ 115VAC,

Typical Load Active PFC OCP / OTP / OPP / OVP /
UVP / SCP 1 1 3

MTBF : 100,000 Hours
Regulatory : CE, CB, RoHS, EAC,
cTUVus, TUV
Input Current : 14-7A
Input Frequency : 50-60Hz

TeraMax II [1200W] ZM1200-
TMX2 WHITE Rp 2.474.000 1200W ATX Ver 3.0 Gold Fully Modular 120mm, FDB 100-240 VAC Max 90% @ 115VAC,

Typical Load Active PFC OCP / OTP / OPP / OVP /
UVP / SCP 1 1 3

MTBF : 100,000 Hours
Regulatory : CE, CB, RoHS, EAC,
cTUVus, TUV
Input Current : 14-7A
Input Frequency : 50-60Hz

Gold 1000W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

TeraMax II [1000W] ZM1000-
TMX2 (Black) Rp 2.107.000 1000W ATX Ver 3.0 Gold Fully Modular 120mm, FDB 100-240 VAC Max 90% @ 115VAC,

Typical Load Active PFC OCP / OTP / OPP / OVP /
UVP / SCP 1 1 3

Regulatory : CE, CB, RoHS, EAC,
cTUVus, TUV
MTBF : 100,000 Hours
Input Current : 12-6A
Input Frequency : 50-60Hz

TeraMax II [1000W] ZM1000-
TMX2 WHITE Rp 2.173.000 1000W ATX Ver 3.0 Gold Fully Modular 120mm, FDB 100-240 VAC Max 90% @ 115VAC,

Typical Load Active PFC OCP / OTP / OPP / OVP /
UVP / SCP 1 1 3

Regulatory : CE, CB, RoHS, EAC,
cTUVus, TUV
MTBF : 100,000 Hours
Input Current : 12-6A
Input Frequency : 50-60Hz

Bronze 850W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

Gigamax III 850W (ZM850-GV3)
(Black) Rp 1.088.000 850W ATX Ver 3.0 Bronze Semi Modular 120mm, FDB 200-240V~ Max 88% @ 230VAC,

Typical Load Active PFC OCP / OTP / OPP / OVP /
UVP / SCP

Regulatory : CE, CB, RoHS, EAC,
KC, RCM
Input Current : 7A
Input Frequency : 50-60Hz

Bronze 800W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

GV2SE 800W (ZM800-GV2SE)
(Black) Rp 966.000 800W 701-800W Intel ATX 12V

Ver2.52 Bronze 120mm, Hydro-Dynamic
Bearing 200-240V~ Max 88% @ 230VAC,

Typical Load Active PFC OCP / OTP / OPP / OVP /
UVP / SCP 1 2 N/A 8 4

FDD Connector x 1
Input Current : 7A
Input Frequency : 50-60Hz
Memenuhi semua kebutuhan
prosesor Intel dan AMD RYZEN
untuk pengguna PC berkinerja
tinggi.
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Bronze 750W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

Gigamax III 750W (ZM750-GV3)
(Black) Rp 978.000 750W ATX Ver 3.0 Bronze Semi Modular 120mm, FDB 200-240V~ Max 88% @ 230VAC,

Typical Load Active PFC OCP / OTP / OPP / OVP /
UVP / SCP 2

Input Current : 6A
Input Frequency : 50-60Hz
Regulatory : CE, CB, RoHS, EAC,
KC, RCM
MTBF : 100,000 Hours

Bronze 700W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

GV2SE 700W (ZM700-GV2SE)
(Black) Rp 899.000 700W 501-700W Intel ATX 12V

Ver2.52 Bronze 120mm, Hydro-Dynamic
Bearing 200-240V~ Max 88% @ 230VAC,

Typical Load Active PFC OCP / OTP / OPP / OVP /
UVP / SCP 1 2 N/A 6 4

Regulatory : CE, CB, RoHS, EAC,
KC, RCM
Input Current : 6A
Input Frequency : 50-60Hz
Memenuhi semua kebutuhan
prosesor Intel dan AMD RYZEN
untuk pengguna PC berkinerja
tinggi.

Bronze 650W

Model MSRP Capacity Category Form Factor Certification Modularity Fan Type Voltage Efficiency PFC Protection

Connectors

Unique Features

Gigamax III 650W (ZM650-GV3)
(Black) Rp 917.000 650W ATX Ver 3.0 Bronze Semi Modular 120mm, FDB 200-240V~ Max 88% @ 230VAC,

Typical Load Active PFC OCP / OTP / OPP / OVP /
UVP / SCP

Regulatory : CE, CB, RoHS, EAC,
KC, RCM
Input Current : 5A
Input Frequency : 50-60Hz
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