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Connectivity

Headphone Frequency

Headphone Sensitivity

Cable Length

Unique Features

MH-710 (Black)

Rp 359.000

3.5mm 4-pole jack

20 Hz - 20,000 Hz

98 dB + 3 dB (@1kHz) FFX 2.0
on, 112 dB + 3 dB (@1kHz)

1.3 m 3.5mm connector, 0.3m
3.5m to dual 3.5mm

Earphone - Connector : 3.5mm 4-pole jack
Earphone - Materials : Silicone ear tips with brushed aluminum
Microphone Pick-up Pattern : Omni-Directional

MH703 (Black)

Rp 279.000

3.5mm 4-pole jack

20 Hz - 20,000 Hz

100 dB + 3 dB (@1kHz)

1.3 m 3.5mm connector, 0.3m
3.5m to dual 3.5mm cable

Earphone - Materials : Silicone ear tips with brushed aluminum
Microphone Pick-up Pattern : Omni-Directional




Model MSRP Connectivity Headphone Frequency Headphone Sensitivity Cable Length Unique Features
Headset: 4.27 Feet + PC N
Cloud Pro Gaming (Black) Rp 828.000 3.5mm plug (4 pole) + PC 15Hz-25KHz 98dB SPL/mW at 1KHz extension Ear Coupling : Circumaural

extension cable and mic plugs

cable: 6.56 Feet

Input Impedance : 60 ohm




Model MSRP Connectivity Headphone Frequency Headphone Sensitivity Cable Length Unique Features
Surround Sound - pengalaman 7.1 immersive
Sampling Rate - 48K/44,1KHz
Compatible with Windows ® 10, Windows® 8.1 64 Bit, Windows® 8.1 32 Bit,
Juke (Black) Rp 485.000 USB Jacks: 2 x 3.5mm N/A N/A 250mm Windows® 8 64 Bit, Windows® 8 32 Bit, Windows® 7 64 Bit, Windows® 7 32 Bit,
Windows ® Vista 64 Bit, Windows ® Vista 32 Bit, Windows® XP 32 Bit
Internet connection for driver installation
USB 2.0 Port
Model MSRP Connectivity Headphone Frequency Headphone Sensitivity Cable Length Unique Features
Impedance : 16 ohm
Microphone Sensitivity at 1 kHz : -40 dB
Aluma In-Ear | ROC-14-210-AS Rp 985.000 3.5mm jack 20 Hz ~ 20 kHz at 1 kHz : 98 dB/1 mW 12 m Microphone Impedance : 1.6 k ohm
Microphone Directivity : Omni-directional
6 set earbud yang ergonomis dan dapat diganti
Included Ear Cushions, Headband
. . Impedance: 32 ohms dan maximum input power: 400mwW
Kave XTD (Black) | ROC-14-900-AS Rp 1.850.000 Wired, 3.5 mm Jack 20Hz-20KHz @1kHz : 115 +- 3dB 3m

Suara stereo yang kaya dengan speaker ultra jernih 2x50mm
Mikrofon peredam bising, dapat diputar, dan dilepas
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ZM-HPS510 (Black)

Rp 605.000

Wired/Wireless Mode

20~20KHZ

103+3dB

N/A

Real ANC (Active Noise Cancellation)
Microphone Sensitivity : -40+2dB @1kHz 1Pa
Microphone Directivity : Omnidirectional
Microphone Frequency Range (Hz) : 100-10KHZ
Battery Capacity : 500mA

Charging Voltage : DC 4.75-5.25V

Recharging Current & Time : 300mA / 2 Hours
Noise Cancellation : 22db+2
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ZM-HPS650W (Black)

Rp 735.000

2.4Ghz Wireless, Bluetooth, dan
3.5mm Stereo Wired

20Hz - 20KHz

N/A

3.5mm

Sound Splitter : Wireless Virtual 7.1ch Sound / Stereo Wired
Bluetooth Ver. and Profile : 5.3 / HSP, HFP, A2DP, AVRCP
Battery Type & Capacity : Lithium Battery / 800mAh

Play Time : 15h with RGB Lighting / 35h without RGB Lighting
Speaker Type : 40mm neodymium drivers Unit

Wireless Audio Latency : 20ms
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